


SPECIFICATIONS: All units designed for 200 PSI (14 kg. / cm2) working pressure.  
Hydrostatic test 300 PSI (21 kg. / cm2).  
All seams double-butt welded.  All tanks are A.S.M.E. welded and inspected.  
Inspection sheets for each unit available on request.

DISCLAIMER:
There are no warranties including warrant of merchantibility for this product unless it is used exclusively in conjunction
with TANNERGAS® and all instructions regarding installation and use have been followed.

DIMENSIONS and SPECIFICATIONS 
TANNER TANK MODELS: T-30A • T-40A • T-60

DIMENSIONS IN INCHES (MILLIMETERS)
MODEL NO A B C D E F G H I J K L M

T-30A 48  281/2 27 41 16 13 12 24 81/2 3 1 1 1/4

(1219) (698) (686) (1041) (406) (330) (305) (610) (216) (76) (25) (25) (6.4)

T-40A 48 30 29 41 16 13 12 24 81/2 4 1 1 1/4

(1219) (762) (737) (1041) (406) (330) (305) (610) (216) (102) (25) (25) (6.4)

T-60 48 30 40 41 16 13 12 24 81/2 6 1 1 1/4

(1219) (762) (1016) (1041) (406) (330) (305) (610) (216) (152) (25) (25) (6.4)
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Includes regulating valve and all other necessary pipes and fittings as pictured in Figure 1.

Valve can be located in various positions to facilitate existing air system as illustrated in Figures 2, 3 and 4.

**When changing valve position, it may be necessary to use other than rigid pipe.  Pipe must be capable of
withstanding maximum working pressure of 200 p.s.i.

Optional Valve Placement For Tanner Tank Models, T-30A, T-40A, T-60
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